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18GHz Stainless SMA(M)—SMA(F)

for SS402 Cable Assembly
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Electrical Specmcatlons R 2.400[GHE oslf =01 1. 2400[GHE | -39.52 dB
Frequency DC-18GHz . 2: 6.000|GHEg 10410 L0 2 6.000|GHEg -43.04 dB|
3 8.000|GHE 1,07 3 8.000|GHE | -28.42 dB
VSWR 1.3:1(Max.) "4 | |72.p00[GHg 07]f T°[[4 | [T2poojGHz | -40.3{dB
Impedance 500hm NEEE 18.000|GHE 119 35 18.000|GHE | -19.90 dB
Connection 1 SMA Male - -
Connection 2 SMA Female 1 PASS 14 ! NS
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M t N I ! UMSBHM%IMHZ— /\w - top 18.0000 GHz ZEU[LDEM Start 100.000 MHz — . V top 18.0000 GHz
- b 2.400]GHE 0.71dB
Part | Material | Plated T2 || 6poojGHz | 1.14dB
3 8.000|GHE 1.33d8
1.SMA Connector :22 7 13 b00IGHL 6l dB
Body Brass Gold >5 18.000|GHE 12.09 dB
Center Pin Phosphor Bronze Gold e T 5 —
Insulator Teflon :zz
2.Rigid Strain Relief Black e
3.Cable o | o mon s o
S§S402 Coaxial Cable Blue
4.SMA Connector
Body Stainless
Center Pin Brass Gold
Insulator Teflon Mechanical
5.Heat Shrink Tube Yellow Durability 500 Cycles
Outling Drawing (unit:mm)
DIMENSIONS |[TOLERANCES
0.5~10mm 0.2
11~100mm 5.0
101~500mm +10.0
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All Specification Changed Without Notification.
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SS402 Spiral Shielding Coaxial Cable Physical Characteristics

Center Conductor 0.925+£0.012mm SPCW
Dielectric Diameter 2.97£0.03mm PTFE
Inner Shield 3.20+£0.03mm SPC TAPE
Braid 3.58+0.05mm SPC
91% Coverage
Jacket 4.25£0.10mm FEP
Minimum Bend Radius Static 10mm
SS402 Spiral Shielding Coaxial Cable Electrical Characteristics
Impedance 50 + 2ohms
Capacitance 94 pF/m (nom.)
Max. Operating Frequency 18GHz
Shielding Effect 100 dB(Min.)
Operating Temperature -65~180°C
Velocity of propagation 69.5%
Frequency Typical Power
Attenuation(dB/m), (Watts
CW)
| 0.4GHz 0.26 515
N 1GHz 0.39 315
2GHz 0.56 218
3GHz 0.75 176
S5GHz 0.96 136
10GHz 1.48 96
18GHz 2.16 62

#{Pk Assembly 2 Loss LU 3 IHE{E 2 JiIdd

1.

2
3.
4

. SERHELAZE: VL +/-0.2dB

FEDE Loss 1 0.06 x v/ #%  ( 2 Uil A FEE RN FR AL BUE x2)
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