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6GHz Enhanced SMA(M)(Adhesive shrink tube D)-
Stainless Steel SMA(M) R/A(Adhesive shrink
tube) for SS405 Cable Assembly

\ Features

@ High Repeatability
¥ Low VSWR

Electrical Specifications

Frequency DC-6GHz
VSWR 1.3:1(Max.)
Impedance 500hm

Connection 1 Enhanced SMA Male

Connection 2 SMA Male Right Angle
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Test Report
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WR 100.0m/ Ref 1.000 [F2]

1 1900,00000 Wiz 1 1 1900,00000 Wiz
1.8000000 GHz 1.007 2 1.8000000 GHz
214000000 GHz 10558 3214000000 GHz
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R 100.0m/ Ref 1.000 [F2]

6.0000000 GHz 6.0000000 GHz
8.0000000 GHz 8.0000000 GHz
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MEE 521 Log Mag 190.0mds/
Material O 000N 1 sog_ogono i -
Part | Material | Plated 8000000 i 1
1.SMA Connector
Body Brass Nickel
Center Pin Brass Gold
Insulator Teflon
2.Double adhesive shrink tube Black = T TFBW 1 k2 "~ Stop 8 GHz
3.Cable
SS405 Coaxial Cable Blue
4.Heat Shrink Tube Black
5.SMA Connector
Body Stainless Steel
Center Pin Brass Gold Mechanical
Insulator Teflon Durability 500 Cycles
6.Adhesive shrink tube Black Enhanced SMA Male H1 17Kg

Outling Drawing (unit:mm)

DIMENSIONS |TOLERANCES

0.5~10mm 0.2
11~100mm 5.0
101~500mm +10.0
501~1000mm +15.0 T

1001~2000mm +20.0 |
2000~5000mm +50.0 ’
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SS405 Spiral Shielding Coaxial Cable Physical Characteristics
Center Conductor 0.511+£0.012mm SPCW
Dielectric Diameter 1.61+£0.03mm PTFE
Inner Shield 1.80+0.03mm SPC Tape
Braid 2.10£0.05mm SPC
91% Coverage
Jacket 2.70£0.05mm FEP
Minimum Bend Radius Static 6mm
Minimum Bend Radius Dynamic 25mm

SS405 Spiral Shielding Coaxial Cable Electrical Characteristics

Impedance 50 + 2ohms

Capacitance 95 pF/m (nom.)

Operating Frequency 18GHz

Operating Temperature -65~180°C

Shielding Effect 100 dB(Min.)

Velocity of propagation 69.5%

Structure Frequency Typical Power

Attenuation(dB/m)| (Watts CW)

0.4GHz 0.45 194

I s 1GHz 0.70 120
SGHz 1.71 53
10GHz 2.62 37
18GHz 3.61 25

#2{z Assembly 7 Loss A PUT 3 TEE{E > N4E

1. 5 Loss  0.06 x v B (2 Ikl FEER AR LEEUE x2)
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44 Loss : {f¢_Fiit Maximum Attenuation 2 Ei%5 5k £/% 2 Loss
SEEIMER A7 UL +/-0.2dB
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