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SMA(M)—-%81#/% for Semi—Flex
RG405 Jacket Cable Assembly

N
4

< Features
& High Repeatability

Low VSWR

Electrical Specifications

Impedance

500hm

Connection 1

SMA Male

Connection 2

Tin & Strip(Stripped Size:Customized)

Material
Part | Material | Plated
1.SMA Connector
Body Brass Gold
Center Pin Brass Gold
Insulator Teflon
2.Cable
Semi-Flex RG405 Jacket Coaxial Cable Blue
3.Adhesive shrink tube Black
Outling Drawing (unit:mm)
DIMENSIONS |TOLERANCES
0.5~10mm +0.2
11~100mm +5.0
101~500mm +10.0
501~1000mm +15.0
1001~2000mm +20.0
2000~5000mm +50.0
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All Specification Changed Without Notification.
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Semi-Flex RG405 with Jacket Cable Physical Characteristics

Center Conductor 0.54+£0.01mm SPC
Dielectric Diameter 1.68+0.05mm PTFE
Outer Shield 2.15+£0.05mm TPC
Jacket 2.5£0.1lmm FEP
Min. Bending Radius Static 6mm

Min. Bending Radius Repeated 25mm

Semi-Flex RG405 with Jacket Cable Electrical Characteristics

Impedance 50 + 2ohms
Capacitance 94 pF/m (nom.)
Operating Temperature -55~125C
Shielding Effect <-110 dB @DC-18GHz
Outer Shield Coverage Ratio 100%
Velocity of propagation 70%
Max. Operating Frequency 18GHz
Structure Frequency Maximum Average
Attenuation(dB/m)|Power(W)
0.4GHz [0.43 253
1GHz 0.70 157
- ) 2GHz 1.02 110
w_ S5GHz 1.72 69
10GHz 2.49 47
18GHz |3.46 33
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1. $%0H Loss : 0.06 x v/ #5% (2 Il A HEHAIFE A L EUE x2)

2. 4H#ELoss : 0.12 (2 il A4HAERIFR R L EUE x2)
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