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6GHz SMA(M)—-SMA(F) for ¢1.13mm
Cable Assembly
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Frequency DC-6GHz e v
VSWR 1.3:1(Max.) e i T kol el
Impedance 500hm LT RN I R S
Connection 1 SMA Male b e :G g
Connection 2 SMA Female I
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Part | Material | Plated
1.SMA Connector
Body Brass Gold "
Center Pin Phosphor Bronze Gold [
Insulator Teflon T S 0w o o S S s 66t
2.Heat Shrink Tube Yellow
3.Cable
®1.13mm Mini Coaxial Cable Black/Gray/White
4.Heat Shrink Tube Black
5.SMA Connector
Body Brass Gold
Center Pin Brass Gold Mechanical
Insulator Teflon Durability 500 Cycles
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¢ 1.13mm Mini Coaxial Cable Physical Characteristics

Center Conductor [Construction Size |0.08+0.003mm

Standard Diameter |0.24mm Silver Coated Copper
Insulation Average Thickness [0.22mm

Diameter 0.68+0.02mm FEP
Braid Shield Construction 16/4/0.050 £0.003 mm

Coverage 90%

Diameter 0.9+£0.02mm Tinned-Coated Copper
Jacket Average Thickness [0.13mm

Overall Diameter |1.13£0.05mm FEP(Black/Gray/White)

Min. Bending Radius 6.8mm

¢ 1.13mm Mini Coaxial Cable Electrical Characteristics

Impedance 50 * 3ohms

Operating Temperature -60~+200°C

Capacitance 96+3pF/m

Conductor Resistance 545 ohms/KM at 20°C (max.)

Operating Frequency 6GHz

Velocity of propagation 69%

Maximum Attenuation(dB/M) @ 2GHz 2.8
Tacket 2.4GHz 3.1
Braid Shield ~ |3GHz 3.5
Conductor 4GHz 4.0
fnsulation S5GHz 4.6

6GHz 5.1

#&{p% Assembly 7 Loss R LU T 3 THEUE 2 IN4E

1. $#0E Loss : 0.06 x v B (2 Uisé A HERI R L EE x2 ) (-PEX ,Murata Connector A~ 28 FH I /A 20)
2. 4H#ELoss : 0.12 (2 il A4HAERIFR L EIE x2)

3. 438 Loss : f{c_aft Maximum Attenuation B 2K EE > Loss
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