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6GHz SMA(M)-SMA(F) for

| ﬂzable Assembly

$1.37mm Cable Assembly

< Features j

& High Repeatability
& Low VSWR
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Test Report

Woken#00100ATHEA2017 1 Trc2 B dBMag 1008/ Ref0dB  Cal 2
Electrical Specifications I T SR e A L TR
Frequency DC-6GHz r s i
Impedance 500hm VT — -
VSWR 1.3:1(Max.) \//
Connection 1 SMA Male Y ! —
Connection 2 SMA Female N _paroonzferz 0
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Material e 5
v [
Part | Material | Plated
1.SMA Connector
Body Brass Gold T e e
Center Pin Phosphor Bronze Gold %2 : §§$§§§:§ E;Z::
Insulator Teflon o o o S 6 SEE e S
2.Heat Shrink Tube Yellow
3.Cable
®1.37mm Mini Coaxial Cable Black/Gray/White
4.Adhesive Shrink Tube Black
5.SMA Connector
Body Brass Gold
Center Pin Brass Gold Mechanical
Insulator Teflon Durability 500 Cycles

Outling Drawing (unit:mm)

DIMENSIONS |TOLERANCES|

0.5~10mm 0.2
11~100mm 5.0
101~500mm +10.0
501~1000mm +15.0
1001~2000mm +20.0
2000~5000mm +50.0
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¢ 1.37mm Mini Coaxial Cable Physical Characteristics

Center Conductor [Construction Size [7/0.102mm

Standard Diameter (0.306+ 0.02mm Silver Coated Copper
Insulation Diameter 0.9+0.03mm FEP
Braid Shield Construction 16/5/0.050 mm

Coverage 90+5%

Diameter 1.13+0.05mm Tinned Coated Copper
Jacket Overall Diameter [1.37+£0.05mm FEP(Black/Gray/White)
Min. Bending Radius Smm

¢ 1.37mm Mini Coaxial Cable Electrical Characteristics

Impedance 50 * 2ohms

Operating Temperature -55~+125°C

Capacitance 96t4pF/m

Operating Frequency 10GHz

Velocity of propagation 70£2%

VSWR 1.3@0-6GHz,1.4:1@6-8GHz,1.5:1@8-10GHz

Maximum Attenuation(dB/M) @ [1GHz 1.7

‘ 12GHz 2.5

- == 3GHz 3.0
4GHz 3.5
S5GHz 4.0
6GHz 4.5
7GHz 5.0
8GHz 5.4
9GHz 5.8
10GHz 6.3

#f% Assembly 2 Loss FLLN 3 THEE 2 4%

1. %0 Loss : 0.06 x / #E% (2 I A FEERAIFE R EUE x2 )(I-PEX ,Murata Connector A #FH /A7)
2. #H#ELoss 1 0.12 (2 Im&BbA4HAEAITRILEE x2)

3. 4R#F Loss : fi¢_#it Maximum Attenuation #iE 25K K&~ Loss
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