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5.8GHz N(M)-N(F) for CFD400

Cable Assembly

< Features
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¥ High Repeatability

¥ Low VSWR
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Test Report

200cm

Electrical Specifications oo ! e ve s o :
Frequency DC-5.8GHz 1 3 .
VSWR 1.5:1(Max.) s T )
Impedance 500hm At e i ot
Connection 1 N Male . U I i HHEE—]
Connection 2 N Female } : : .
Material T - =
Part | Material | Plated
1.N Connector
Body Brass Nickel
Center Pin Brass Gold T
Insulator Teflon . P m s; ot S a0k S J——
2.Heat Shrink Black
3.Cable
CFD400 Coaxial Cable Black
4.N Connector
Body Brass Nickel
Center Pin Phosphor Bronze Gold Mechanical
Insulator Teflon Durability 500 Cycles
Outling Drawing (unitmm)
DIMENSIONS ~ [TOLERANCES -
0.5~10mm +0.2
11~100mm 5.0 R &P
101~500mm +10.0
501~1000mm +15.0
1001~2000mm +20.0 2 3 2
2000~5000mm £50.0 !
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All Specification Changed Without Notification.
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Low Loss CFD400 Cable Physical Characteristics

A

Compliant

Center conductor |Diameter 2.74mm
Material Solid Copper Clad Aluminum Wire
Dielectric Diameter 7.24mm
Material Foam Polyethylene
Shield Diameter 7.35mm
Material Aluminum/PE Tape
Outer Conductor |Diameter 8.0mm
(Single Braid) Coverage 92%
Material Aluminum Alloy Wire
Jacket Diameter 10.3mm
Material Black Non Lead PVC
Minimum Bending Radius 25.4mm
Operating Temp. -40~+85°C
Low Loss CFD400 Cable Electrical Characteristics
Impedance 50 ohms
Capacitance 78pf/m
Velocity of Propagation 85%
Frequency Attenuation Avg.
(dB/M) Power(W)
30MHz 0.024 3330
Maximum Attenuation(dB/M) 150MHz 0.05 1470
P hoSher 450MHz 0.089 830
Bl 900MHz 0.128 580
Outer Conductor (Shield)
Outer Gonductor (Braid) | 1.5GHZz 0.168 440
e 1.8GHz 0.186 400
2.5GHz 0.222 330
5.8GHz 0.355 210
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