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18GHz Enhanced Hex N(M)—-Enhanced
Hex N(M) for SS402 Cable
Assembly/Adhesive shrink tube D
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< Features
«  High Repeatability

Low VSWR

Electrical Specifications

, / Cable Assembly
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Frequency DC-18GHz
VSWR 1.3:1(Max.)
Impedance 500hm
Connection 1 Hex N Male
Connection 2 Hex N Male
Material
Part Material | Plated
1.N Connector
Body Brass Nickel
Center Pin Brass Gold
Insulator Teflon
2.Double adhesive shrink tube Black
3.Cable
SS402 Coaxial Cable Blue
4.Heat shrink tube Brass Yellow

Outling Drawing (unit:mm)

DIMENSIONS |TOLERANCES|

0.5~10mm 0.2
11~100mm 5.0
101~500mm £10.0
501~1000mm £15.0
1001~2000mm +20.0
2000~5000mm +50.0

Mechanical
Durability 500 Cycles
] 17Kg
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SS402 Spiral Shielding Coaxial Cable Physical Characteristics

Center Conductor 0.925+£0.012mm SPCW
Dielectric Diameter 2.97£0.03mm PTFE
Inner Shield 3.20+£0.03mm SPC TAPE
Braid 3.58+0.05mm SPC
91% Coverage
Jacket 4.25£0.10mm FEP
Minimum Bend Radius Static 10mm
SS402 Spiral Shielding Coaxial Cable Electrical Characteristics
Impedance 50 + 2ohms
Capacitance 94 pF/m (nom.)
Max. Operating Frequency 18GHz
Shielding Effect 100 dB(Min.)
Operating Temperature -65~180°C
Velocity of propagation 69.5%
Frequency Typical Power
Attenuation(dB/m), (Watts
CW)
| 0.4GHz 0.26 515
N 1GHz 0.39 315
2GHz 0.56 218
3GHz 0.75 176
S5GHz 0.96 136
10GHz 1.48 96
18GHz 2.16 62
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