
10dB:

10dB:10dB:

10dB:

DC-40GHz

3,5,6,10,20,30dB

3,5,6,10 dB: ± 0.7dB

20dB : ± 0.8dB

30dB : ± 1.0dB

3,5,6,10,20dB:1.25:1(Max.)

30dB:1.30:1(Max.)

2W@25℃

50Ohm

2.92mm Male

2.92mm Female

500 Cycles

 -40℃~125℃

All Specification Changed Without Notification.

All Specification Changed Without Notification.All Specification Changed Without Notification.

All Specification Changed Without Notification.

Web:https://www.wokentech.com E-Mail: sales@wokentech.com 

Outling Drawing (Unit:mm)
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Mechanical
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Connection 2

Center Conductor Beryllium Copper Gold

Rev:B

Rev:BRev:B

Rev:B

00800Q1P01M-XX00800Q1P01M-XX00800Q1P01M-XX00800Q1P01M-XX

40GHz 2.92mm 2W Fixed Attenuator40GHz 2.92mm 2W Fixed Attenuator40GHz 2.92mm 2W Fixed Attenuator40GHz 2.92mm 2W Fixed Attenuator

Test Report

Stainless Steel

Average Power 

Electrical Specifications

Frequency

Standard Values

Attenuation Accuracy

VSWR

Attenuator

FeaturesFeaturesFeaturesFeatures

Small Size

Low VSWR


