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4-8GHz 18dB 100W I/L0.6dB
VSWR:1.3:1 SMA CW Circulator

< Features X

«"  High Repeatability
" Low VSWR

Zchnolagying.

<« High Isolation Test Report
S21 Log Mag 0.600dB/ 0.000dB  [F2] Tr2 S11 Log Mag 9.000dB/ 0.000dB  [F2]
- . - rr3 S12 Log Mag 9.000dB/ 0.000dB  [F2] Tr4 S22 Log Mag 9.000dB/ 0.000dB  [F2]
Electrical Specifications e T
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Frequency 4-8GHz 1.200 4.0000000GHz  -18.462d8
: : i
Isolation 18dB(Min.) 0.600 |-1—4:0000000GHz L4
_ 3 6.0000000GHZ :f,‘ 3 y
VSWR 1.3:1(Max.) ES TR 4
X M@mﬁw—_—iﬁwﬁq
Insertion Loss 0.6dB(Max.) -~
Impedance 500hm
-1.200
Power Forward:100W(Avg.) 4
X -1.800 T
Connection SMA Female
Direction Clockwise s
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Mechanical v,
Durability 500 Cycles A0 = sGHz"
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Environmental
Operating Temperature 0~+60°C

Outling Drawing (unit:mm)
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All Specification Changed Without Notification.
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