jT S SOLVANG TECHNOLOY INC.
s J IJIr WWW.solvandt;ch.com
_1 == =

Email : sales@solvangtech.com

0.5-66HZ 4WAY SMA POWER DIVIDER

RATED TO 20W a
RoHS

o

P/NO.STI08-0030 COMPLIANT

SPECIFICATION MATERIAL LIST

Frequency 0.5-6GHz Part Material Plated
Isolation: 15dB(Min.)@0.5-0.7GHz,18dB(Min.)@0.7-6GHz Center Conductor Beryllium Copper Gold
Insertion Loss: 1.8dB(Max.)(excluding Theoretical Loss:6.0dB) SMA Body Brass Gold
VSWR: 1.5:1(Max.)

Power : 20W(Max.)

Amplitude Unblance: +0.5dB(Max.)

Phase Unblance: +5°(Max.)

Impedance: 500hm

Durability: 500 Cycles

Operating Temp.: -40~807C

Unit:mm(inch)

T 522 SWR 100 mU/ Ref 1 U Cal 3
Tred S11 SWR 100 mU/ Ref 1 U Cal 1 M1 2.400000 GHz 1.080 U
M2 3.500000 GHz 1.126 U
M1 500.000000 MHz 1.129 U M3 5.800000 GHz 1.171 U
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T2 521 dB Mag 10 d6/ Ref 5 dB Cal 1

M1 2.400000 GHz -21.5952 dB
M2 4.500000 GHz -27.9684 dB
M3 5.800000 GHz 22.3517 dB
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Any more request, please contact sales@solvangtech.com. Thank you ~




