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Part No. WADP-SMSF-06
26.5GHz SMAM)-SMA(F) 30Q Adapter/Stainless Steel

Features:
e High repeatability
e LowVSWR

Electrical Specification

Frequency DC-26.5GHz

Impedance 50 Ohm

V.S.W.R 1.15:1 Max.

Connector Type SMA Male — SMA Female

Mechanical Specification
Durability 500 Cycles

Material Specification

Housing Type 303 Stainless Steel-Polished & Passivated
Center Contact Gold Plated Beryllium Copper
Insulator PEI

Environmental Specification
Operating Temperature -40~+125C

Unit:mm

26.1REF

1/4-36UNS-2B
1/4-36UNS-24

www.warisontech.com TEL:+1(718)717-2626 sales@warisontech.com



®
wnrls.,m With Warison. always get wonderful solution

Test Curve

I

I
[ 1|

Tr 1 S11 SWR 50.0000mU/1. 0000U

Tr 3 S22 SWR 50.0000mU/1. 0000U

- 900 1- |2, 4000GHZ 1.0211
450 2. 3.0000GHz 1.0115
3. 12.4000GHzZ 1. 0309
. 400 4 18.0000CHz 1.0877
i >5:  27.0000GHz 1.1126
. 330 1:  |2.4000GHz 1.0208
300 2:  13.0000CHZ 1.0086
3. 12.4000CHzZ 1. 0425
250 4:18.0000GHZ 1. 0837
5. 27.0000CHzZ 1.1469
200 6:  27.0000GHZ 1.1469
150
100
050
000p ] %§ = |
Chl Start:10.0000MHz —— 2 Stop:27. 0000GHz

www.warisontech.com

TEL:+1(718)717-2626

sales@warisontech.con



